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Forged Valves

Gate 
Valves

Válvulas de Compuerta
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Forged Valves
VALVESForged ValvesGATEBolted Bonnet - 800LBS - SW/NPT/BW

Conventional Bore

-

Full Bore

-

008 ssalC:epyTetaG

Bolted Bonnet - 800LBS - SW/NPT/BW

Specifications
Type : Class 800

Material : ASTM A105 (*)
Ratings : 800 p.s.i. at 850º F

1975 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 3000 p.s.i.
Seat  2175 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction API 602, BS 5352
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test API 598-BS 6755 (Part 1)

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B4 Butt weld Sch40
B8 Butt weld Sch80

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

1/4"

3/8"

7,1010954108"2/1

1,2410965109"4/3

3,381001681011"1

2,542021612721"4/1.1

0,713041552721"2/1.1

1,95,63041372031"2

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

8,15,80934108"4/1

8,1010954108"8/3

2,2410965109"2/1

4,381001681011"4/3

3,542021612721"1

1,713041552721"4/1.1

1,75,63041372031"2/1.1

2,4184002433051"2
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Forged Valves
Bolted Bonnet - 150LBS - Flanged RF/RTJ

Conventional Bore

-

Full Bore

-

051 ssalC:epyTetaG

Bolted Bonnet - 150LBS - Flanged RF/RTJ

Specifications
Type : Class 150

Material : ASTM A105 (*)
Ratings : 150 p.s.i. at 550º F

285 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 450 p.s.i.
Seat  325 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction API 602, BS 5352
Flanged ASME B16.5, ASME B16.10
Test API 598-BS 6755 (Part 1)

Connections : RF Raised face (std.)
FF Flat finish

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

2,301099719,701"2/1

1,441096815,711"4/3

8,5810018020,721"1

01130415521,561"2/1.1

1,315,630413728,771"2

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

1,341093819,701"2/1

0,481091915,711"4/3

7,5420016120,721"1

6,215,630413721,561"2/1.1

8,51840024138,771"2
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Forged Valves
Bolted Bonnet - 300LBS - Flanged RF

Conventional Bore

-

Full Bore

003 ssalC:epyTetaG

Bolted Bonnet - 300LBS - Flanged RF

Specifications
Type : Class 300

Material : ASTM A105 (*)
Ratings : 300 p.s.i. at 850º F

740 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 1125 p.s.i.
Seat  825 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction API 602, BS 5352
Flanged ASME B16.5, ASME B16.10
Test API 598-BS 6755 (Part 1)

Connections : RF Raised face (std.)
RJ Ring joint
SF Small female
SG Small groove
SM Small male
ST Small tonge
LF Large female
LG Large groove
LM Large male
LT Large tongue

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

8,301095417,931"2/1

4,541096514,251"4/3

5,6810016811,561"1

1,31130415525,091"2/1.1

3,715,630413729,512"2

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

5,441093917,931"2/1

0,6810010914,251"4/3

6,7420216121,561"1

0,415,630413725,091"2/1.1

8,81840024139,512"2
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Forged Valves
Bolted Bonnet - 600LBS - Flanged RF/RTJ

Conventional Bore

-

Full Bore

-

006 ssalC:epyTetaG

Bolted Bonnet - 600LBS - Flanged RF/RTJ

Specifications
Type : Class 600

Material : ASTM A105 (*)
Ratings : 600 p.s.i. at 850º F

14800 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 2225 p.s.i.
Seat  1650 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction API 602, BS 5352
Flanged ASME B16.5, ASME B16.10
Test API 598-BS 6755 (Part 1)

Connections : RF Raised face (std.)
RJ Ring joint
SF Small female
SG Small groove
SM Small male
ST Small tonge
LF Large female
LG Large groove
LM Large male
LT Large tongue

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

5,301095411,561"2/1

8,541096515,091"4/3

4,7810016819,512"1

3,41130415523,142"2/1.1

8,815,630413721,292"2

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

9,341096711,561"2/1

0,7810016025,091"4/3

3,01420216129,512"1

5,61430415523,142"2/1.1

0,52840024331,292"2
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Forged Valves
Welded Bonnet - 800LBS - SW/NPT/BW

Conventional Bore

-

Full Bore

-

008 ssalC:epyTetaG

Welded Bonnet - 800LBS - SW/NPT/BW

Specifications
Type : Class 800

Material : ASTM A105 (*)
Ratings : 800 p.s.i. at 850º F

1975 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 3000 p.s.i.
Seat  2175 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction API 602, BS 5352
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test API 598-BS 6755 (Part 1)

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(e) x NPT
SU SW(u) x NPT
B4 Butt weld Sch40
B8 Butt weld Sch80

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

1/4"

3/8"

4,1010905108"2/1

7,1410975109"4/3

8,281001881011"1

4,442021022721"4/1.1

6,513041842721"2/1.1

6,75,63041472031"2

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

5,15,80905108"4/1

5,1010905108"8/3

8,1410975109"2/1

9,281001881011"4/3

5,442021022721"1

7,513041842721"4/1.1

7,75,63041472031"2/1.1

2,2184002433051"2
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Forged Valves
Bolted Bonnet - 1500LBS - SW/NPT/BW

Standard Bore

-

Ff

Pf

Ha

x.

Vl 0051 ssalC:epyTetaG

Bolted Bonnet - 1500LBS - SW/NPT/BW

Specifications
Type : Class 1500

Material : ASTM A105 (*)
Ratings : 1500 p.s.i. at 850º F

3705 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 5575 p.s.i.
Seat  4100 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction BS 5352
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test BS 6755 (Part 1)

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(e) x NPT
SU SW(u) x NPT
B6 Butt weld Sch160
B8 Butt weld Sch80

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

1/4"

3/8"

9,55,11021212011"2/1

4,851571652511"4/3

8,95,91571272031"1

8,6223062114012"2/1.1

4,5304062224042"2
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Forged Valves
Bolted Bonnet - 1500LBS - Flanged RF/RTJ

Standard Bore

-

Ff

Pf

Ha

x.

Vl0051 ssalC:epyTetaG

Bolted Bonnet - 1500LBS - Flanged RF/RTJ

Specifications
Type : Class 1500

Material : ASTM A105 (*)
Ratings : 1500 p.s.i. at 850º F

3705 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 5575 p.s.i.
Seat  4100 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction  BS 5352
Flanged ASME B16.5, ASME B16.10
Test BS 6755 (Part 1)

Connections : RF Raised face (std.)
RJ Ring joint
SF Small female
SG Small groove
SM Small male
ST Small tongue
LF Large female
LG Large groove
LM Large male
LT Large tongue

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

7,95,110212129,512"2/1

5,51515716526,822"4/3

5,715,915712720,452"1

5,83230621148,403"2/1.1

0,65040622243,863"2
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Forged Valves
Welded Bonnet - 1500LBS - SW/NPT/BW

Standard Bore

-

Vl

Ff

Pf

Ha

Available also
        fillet

0051 ssalC:epyTetaG

Welded Bonnet - 1500LBS - SW/NPT/BW

Specifications
Type : Class 1500

Material : ASTM A105 (*)
Ratings : 1500 p.s.i. at 850º F

3705 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 5575 p.s.i.
Seat  4100 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction BS 5352
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test BS 6755 (Part 1)

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(e) x NPT
SU SW(u) x NPT
B6 Butt weld Sch160
B8 Butt weld Sch80

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

1/4"

3/8"

0,25,1102157109"2/1

2,351571712011"4/3

9,45,91571432721"1

5,823002592031"2/1.1

5104062573051"2
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Forged Valves
Bolted Bonnet - 2500LBS - SW/NPT/BW

Standard Bore

-

Ff

Pf

Ha

Vl0052 ssalC:epyTetaG

Bolted Bonnet - 2500LBS - SW/NPT/BW

Specifications
Type : Class 2500

Material : ASTM A105 (*)
Ratings : 2500 p.s.i. at 850º F

6170 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 9275 p.s.i.
Seat 6800 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction Founded on ASME B16.34
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test API 598-ASME B16.34

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(e) x NPT
SU SW(u) x NPT
B6 Butt weld Sch160
BX Butt weld SchXXS

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

1/4"

3/8"

1,601041212011"2/1

7,841002652511"4/3

2,0181002272031"1

4,7213062114012"2/1.1

2,635,63053224042"2
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Forged Valves
Bolted Bonnet - 2500LBS - Flanged RF/RTJ

Standard Bore

-

Ff

Pf

Ha

Vl 0052 ssalC:epyTetaG

Bolted Bonnet - 2500LBS - Flanged RF/RTJ

Specifications
Type : Class 2500

Material : ASTM A105 (*)
Ratings : 2500 p.s.i. at 850º F

6170 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 9275 p.s.i.
Seat 6800 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction Founded on ASME B16.34
Flanged ASME B16.5, ASME B16.10
Test API 598-ASME B16.34

Connections : RF Raised face (std.)
RJ Ring joint
SF Small female
SG Small groove
SM Small male
ST Small tongue
LF Large female
LG Large groove
LM Large male
LT Large tongue

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

9,9010412125,362"2/1

8,51410026520,372"4/3

9,71810022720,803"1

1,93130621142,483"2/1.1

8,655,630532248,054"2
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Forged Valves
Welded Bonnet - 2500LBS - SW/NPT/BW

Standard Bore

-

Vl

Ff

Pf

Ha

Available also
        fillet

0052 ssalC:epyTetaG

Welded Bonnet - 2500LBS - SW/NPT/BW

Specifications
Type : Class 2500

Material : ASTM A105 (*)
Ratings : 2500 p.s.i. at 850º F

6170 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 9275 p.s.i.
Seat 6800 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction Founded on ASME B16.34
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test API 598-ASME B16.34

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(e) x NPT
SU SW(u) x NPT
B6 Butt weld Sch160
BX Butt weld SchXXS

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

1/4"

3/8"

6,201041891011"2/1

0,441002522721"4/3

9,581002342721"1

0,0113062783051"2/1.1

925,63053304042"2
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Forged Valves
Welded Bonnet - 4500LBS - SW/NPT/BW

Standard Bore

-

0054 ssalC:epyTetaG

Welded Bonnet - 4500LBS - SW/NPT/BW

Specifications
Type : Class 4500

Material : ASTM A105 (*)
Ratings : 4.010 p.s.i. at 850º F

11.110 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 16.650 p.s.i.
Seat 12.210 p.s.i.
Air under water:
Seat 85 p.s.i.

Standards : Construction ASME B16.34
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test API 598-ASME B16.34

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(e) x NPT
SU SW(u) x NPT
B6 Butt weld Sch160
BX Butt weld SchXXS

(*) Refer to the 'Materials of construction' list

Nominal 
Size Ff (mm) Ha (mm) VI (mm) Pf (mm) Wt. (kg)

1/4"

3/8"

1,48571432721"2/1

2,611002952721"4/3

8,1151062323031"1

0,8252053134042"2/1.1

0,2403053684042"2




