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Forged Valves

Check
Valves

Válvulas de Retención
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Forged Valves
CHECKBolted Cover - 800LBS - SW/NPT/BW

Conventional Bore

-

Full Bore

- (4) Pf=29,5 with integral stellited seat
- (5) Pf=35,0 with integral stellited seat
- (6) Pf=42,0 with integral stellited seat
- (7) Dimensions for piston& ball type; for swing see page 4

008 ssalC:epyTkcehC

Bolted Cover - 800LBS - SW/NPT/BW

Specifications
Type : Class 800

Material : ASTM A105 (*)
Ratings : 800 p.s.i. at 850º F

1975 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 3000 p.s.i.
Seat  2175 p.s.i.
Air under water:
not applicable

Standards : Construction  BS 5352
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test API 598-BS 6755 (Part 1)

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B4 Butt weld Sch40
B8 Butt weld Sch80

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (7) )gk( .tW)mm(

1,190508"2/1

8,15,216509"4/3

6,25,7147011"1

6,35,2297721"4/1.1

82001551"2/1.1 (4) 5,5

23901071"2 (5) 8,4

Nominal 
Size  fP)mm( aH)mm( fF (7) )gk( .tW)mm(

1,15,60508"4/1

1,190508"8/3

8,15,216509"2/1

6,25,7147011"4/3

6,35,2297721"1

82001551"4/1.1 (4) 5,5

23901071"2/1.1 (5) 8,4

83531012"2 (6) 11,8
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Forged Valves
Bolted Bonnet - 150LBS - Flanged RF

Conventional Bore

Full Bore

- (4) Pf=29,5 with integral stellited seat
- (5) Pf=35,0 with integral stellited seat
- (6)Dimensions for piston & ball type; for swing see page 4

051 ssalC:epyTkcehC

Bolted Bonnet - 150LBS - Flanged RF

Specifications
Type : Class 150

Material : ASTM A105 (*)
Ratings : 150 p.s.i. at 550º F

285 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 450 p.s.i.
Seat 325 p.s.i.
Air under water:
not applicable

Standards : Construction BS 5352
Flanged ASME B16.5, ASME B16.10
Test BS 6755 (Part 1)

Connections : RF Raised face (std.)
FF Flat finish

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (6) )gk( .tW)mm(

6,29489,701"2/1

8,35,21785,711"4/3

1,55,71290,721"1

 82791,561"2/1.1 (4) 8,4

 234212,302"2 (5) 14,2

Nominal 
Size  fP)mm( aH)mm( fF (6) )gk( .tW)mm(

6,25,21489,701"2/1

8,35,71785,711"4/3

1,55,22290,721"1

4,8230111,561"2/1.1

7,41834212,302"2
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Forged Valves
Bolted Bonnet - 300LBS - Flanged RF/RTJ

Conventional Bore

Full Bore

- (4) Pf=29,5 with integral stellited seat
- (5) Pf=35,0 with integral stellited seat
- (6)Swing 1"=215,9 (8,50) - Swing 1.1/2"=241,3 (9,50)
- (6)Dimensions for piston & ball type; for swing see page 4

003 ssalC:epyTkcehC

Bolted Bonnet - 300LBS - Flanged RF/RTJ

Specifications
Type : Class 300

Material : ASTM A105 (*)
Ratings : 300 p.s.i. at 850º F

740 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 1125 p.s.i.
Seat 825 p.s.i.
Air under water:
not applicable

Standards : Construction BS 5352
Flanged ASME B16.5, ASME B16.10
Test BS 6755 (Part 1)

Connections : RF Raised face (std.)
RJ Ring joint
SF Small female
SG Small groove
SM Small male
ST Small tongue
LF Large female
LG Large groove
LM Large male
LT Large tongue

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (7) )gk( .tW)mm(

5,29054,251"2/1

2,45,21658,771"4/3

2,302"1 (6) 7,55,7147

6,822"2/1.1 (6) 82001 (4) 11,2

239017,662"2 (5) 14,4

Nominal 
Size  fP)mm( aH)mm( fF (7) )gk( .tW)mm(

5,25,21054,251"2/1

2,45,71658,771"4/3

2,302"1 (6) 7,55,2229

6,822"2/1.1 (6) 2,1153011

4,41540417,662"2
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Forged Valves
Bolted Bonnet - 600LBS - Flanged RF/RTJ

Conventional Bore

Full Bore

- (4) Pf=29,5 with integral stellited seat
- (5) Pf=35,0 with integral stellited seat
- (6)Dimensions for piston & ball type; for swing see page 4

006 ssalC:epyTkcehC

Bolted Bonnet - 600LBS - Flanged RF/RTJ

Specifications
Type : Class 600

Material : ASTM A105 (*)
Ratings : 600 p.s.i. at 850º F

1480 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 2225 p.s.i.
Seat 1650 p.s.i.
Air under water:
not applicable

Standards : Construction BS 5352
Flanged ASME B16.5, ASME B16.10
Test BS 6755 (Part 1)

Connections : RF Raised face (std.)
RJ Ring joint
SF Small female
SG Small groove
SM Small male
ST Small tongue
LF Large female
LG Large groove
LM Large male
LT Large tongue

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (6) )gk( .tW)mm(

1,39051,561"2/1

55,21655,091"4/3

3,75,71479,512"1

820013,142"2/1.1 (4) 12

239011,292"2 (5) 16,6

Nominal 
Size  fP)mm( aH)mm( fF (7) )gk( .tW)mm(

1,35,21051,561"2/1

55,71655,091"4/3

3,75,22299,512"1

21530113,142"2/1.1

6,61540411,292"2
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Forged Valves
Welded Cover - 800LBS - SW/NPT/BW

Conventional Bore

-

Full Bore

- (4) Pf=29,5 with integral stellited seat
- (5) Pf=35,0 with integral stellited seat
- (6) Pf=42,0 with integral stellited seat

008 ssalC:epyTkcehC

Welded Cover - 800LBS - SW/NPT/BW

Specifications
Type : Class 800

Material : ASTM A105 (*)
Ratings : 800 p.s.i. at 850º F

1975 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 3000 p.s.i.
Seat  2175 p.s.i.
Air under water:
not applicable

Standards : Construction  BS 5352
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test API 598-BS 6755 (Part 1)

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B4 Butt weld Sch40
B8 Butt weld Sch80

(*) Refer to the 'Materials of construction' list

Nominal 
Size )gk( .tW)mm( fP)mm( aH)mm( fF

8,098408"2/1

1,15,211509"4/3

0,25,7136011"1

3,35,2217721"4/1.1

8268551"2/1.1 (4) 4,9

2399071"2 (5) 7,3

Nominal 
Size )gk( .tW)mm( fP)mm( aH)mm( fF

8,05,68408"4/1

8,098408"8/3

1,15,211509"2/1

0,25,7136011"4/3

3,35,2217721"1

8268551"4/1.1 (4) 4,9

2399071"2/1.1 (5) 7,3

83121012"2 (6) 11,9
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Forged Valves
Bolted Cover - 1500LBS - SW/NPT/BW

Standard Bore

- (4) Dimensions for piston & ball type; for swing type see page 25

Piston (P.../)

Ball (B.../) Swing (S.../)

x.
Ha

Ff

Pf

Pf

Pf

0051 ssalC:epyTkcehC

Bolted Cover - 1500LBS - SW/NPT/BW

Specifications
Type : Class 1500

Material : ASTM A105 (*)
Ratings : 1500 p.s.i. at 850º F

3705 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 5575 p.s.i.
Seat 4100 p.s.i.
Air under water:
not applicable

Standards : Construction  BS 5352
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test BS 6755 (Part 1)

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B6 Butt weld Sch160
B8 Butt weld Sch80

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (4) )gk( .tW)mm(

8,31139011"2/1

9,55,41901511"4/3

8,691221031"1

8,8113851012"2/1.1

7,325,73171042"2
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Forged Valves
Bolted Bonnet - 1500LBS - Flanged RF/RTJ

Standard Bore

- (4) Dimensions for piston & ball type; for swing type see page 25

Piston (P.../150)

Ball (B.../150) Swing (S.../150)

Ha

Ff

Pf

Pf

Pf

x.

0051 ssalC:epyTkcehC

Bolted Bonnet - 1500LBS - Flanged RF/RTJ

Specifications
Type : Class 1500

Material : ASTM A105 (*)
Ratings : 1500 p.s.i. at 850º F

3705 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 5575 p.s.i.
Seat 4100 p.s.i.
Air under water:
not applicable

Standards : Construction BS 5352
Flanged ASME B16.5, ASME B16.10
Test BS 6755 (Part 1)

Connections : RF Raised face (std.)
RJ Ring joint
SF Small female
SG Small groove
SM Small male
ST Small tongue
LF Large female
LG Large groove
LM Large male
LT Large tongue

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (4) )gk( .tW)mm(

5,711399,512"2/1

9,015,419016,822"4/3

4,41912210,452"1

3,03138518,403"2/1.1

0,445,731713,863"2



Distribuciones y Proyectos S.L

LM Lomisa

Lomisa Distribuciones y Proyectos, S.L.
C/. Punta Umbría, 26 - 28939 Arroyomolinos (Madrid)   T +34 917 342 058  F +34 917 903 734  lomisa@lomisa.com  www.lomisa.es

TECH
N

ICA
L D

ATA
 SH

EETS

87

Forged Valves
Welded Cover - 1500LBS - SW/NPT/BW

Standard Bore

- (4) Dimensions for piston & ball type; for swing type see page 27

0051 ssalC:epyTkcehC

Welded Cover - 1500LBS - SW/NPT/BW

Specifications
Type : Class 1500

Material : ASTM A105 (*)
Ratings : 1500 p.s.i. at 850º F

3705 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 5575 p.s.i.
Seat 4100 p.s.i.
Air under water:
not applicable

Standards : Construction  BS 5352
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test BS 6755 (Part 1)

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B6 Butt weld Sch160
B8 Butt weld Sch80

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (4) )gk( .tW)mm( 

4,1111509"2/1

4,25,4175011"4/3

8,39126721"1

0,81309071"2/1.1

5,415,73711012"2
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Forged Valves
Bolted Cover - 2500LBS - SW/NPT/BW

Standard Bore

- (4) Dimensions for piston & ball type; for swing type see page 34

Piston (P..../)

Ball (B..../) Swing (S..../)

Ha

Ff

Pf

Pf

Pf

0052 ssalC:epyTkcehC

Bolted Cover - 2500LBS - SW/NPT/BW

Specifications
Type : Class 2500

Material : ASTM A105 (*)
Ratings : 2500 p.s.i. at 850º F

6170 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 9275 p.s.i.
Seat 6800 p.s.i.
Air under water:
not applicable

Standards : Construction Founded on ASME B16.34
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test API 598-ASME B16.34

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B6 Butt weld Sch160
BX Butt weld SchXXS

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (4) )gk( .tW)mm(

0,40139011"2/1

2,631901511"4/3

2,781221031"1

4,9152851012"2/1.1

5,4243171042"2
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Forged Valves
Bolted Bonnet - 2500LBS - Flanged RF/RTJ

Standard Bore

- (4) Dimensions for piston & ball type; for swing type see page 34

Piston (P.../250)

Ball (B.../250) Swing (S.../250)

Ha

Ff

Pf

Pf

Pf

0052 ssalC:epyTkcehC

Bolted Bonnet - 2500LBS - Flanged RF/RTJ

Specifications
Type : Class 2500

Material : ASTM A105 (*)
Ratings : 2500 p.s.i. at 850º F

6170 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 9275 p.s.i.
Seat 6800 p.s.i.
Air under water:
not applicable

Standards : Construction Founded on ASME B16.34
Flanged ASME B16.5, ASME B16.10
Test API 598-ASEM B16.34

Connections : RF Raised face (std.)
RJ Ring joint
SF Small female
SG Small groove
SM Small male
ST Small tongue
LF Large female
LG Large groove
LM Large male
LT Large tongue

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (4) )gk( .tW)mm(

5,801395,362"2/1

5,21319010,372"4/3

2,91812210,803"1

8,04528512,483"2/1.1

0,95431718,054"2
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Forged Valves
Welded Cover - 2500LBS - SW/NPT/BW

Standard Bore

- (4) Dimensions for piston & ball type; for swing type see page 35

0052 ssalC:epyTkcehC

Welded Cover - 2500LBS - SW/NPT/BW

Specifications
Type : Class 2500

Material : ASTM A105 (*)
Ratings : 2500 p.s.i. at 850º F

6170 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 9275 p.s.i.
Seat 6800 p.s.i.
Air under water:
not applicable

Standards : Construction Founded on ASME B16.34
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test API 598-ASME B16.34

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B6 Butt weld Sch160
BX Butt weld SchXXS

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (4) )gk( .tW)mm( 

0,20106011"2/1

2,33117721"4/3

8,48158551"1

6,952021012"2/1.1

6143031042"2
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Forged Valves
Welded Cover - 4500LBS - SW/NPT/BW

Standard Bore

- (4) Dimensions for piston & ball type; for swing type see page 35

0054 ssalC:epyTkcehC

Welded Cover - 4500LBS - SW/NPT/BW

Specifications
Type : Class 4500

Material : ASTM A105 (*)
Ratings : 4010 p.s.i. at 850º F

11110 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 16650 p.s.i.
Seat 12210 p.s.i.
Air under water:
not applicable

Standards : Construction ASME B16.34
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test API 598-ASME B16.34

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B6 Butt weld Sch160
BX Butt weld SchXXS

(*) Refer to the 'Materials of construction' list

Nominal 
Size  fP)mm( aH)mm( fF (4) )gk( .tW)mm( 

2,3757721"2/1

8,41109551"4/3

851521071"1

6152541042"2/1.1

6203041042"2
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Forged Valves
"Y" CHECKWelded Cover - 800LBS - SW/NPT/BW

Standard Bore

-

008 ssalC:epyTkcehC "Y"

Welded Cover - 800LBS - SW/NPT/BW

Specifications
Type : Class 800

Material : ASTM A105 (*)
Ratings : 800 p.s.i. at 850? F

1975 p.s.i. at 100? F
Test pressure : Hydraulic: (minimum)

Body 3000 p.s.i.
Seat  2175 p.s.i.
Air under water:
not applicable

Standards : Construction  BS 5352
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test BS 6755 (Part 1)

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B4 Butt weld Sch40
B8 Butt weld Sch80

(*) Refer to the 'Materials of construction' list

Nominal 
Size )gk( .tW)mm( fP)mm( aH)mm( fF

5,188508"4/1

5,198508"8/3

5,15,218508"2/1

5,28147001"4/3

35,2208011"1

5,55,9268021"4/1.1

653811061"2/1.1

95,54241091"2
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Forged Valves
Welded Cover - 1500LBS - SW/NPT/BW

Standard Bore

-

0051 ssalC:epyTkcehC "Y"

Welded Cover - 1500LBS - SW/NPT/BW

Specifications
Type : Class 1500

Material : ASTM A105 (*)
Ratings : 1500 p.s.i. at 850º F

3705 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 5575 p.s.i.
Seat 4100 p.s.i.
Air under water:
not applicable

Standards : Construction  BS 5352-ASME B16.34
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test BS 6755 (Part 1)

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B8 Butt weld Sch80
B6 Butt weld Sch160

(*) Refer to the 'Materials of construction' list

Nominal 
Size )gk( .tW)mm( fP)mm( aH)mm( fF

5,22108001"2/1

0,36178011"4/3

5,40209021"1

5,582121061"4/1.1

823641091"2/1.1

5,934641091"2
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Forged Valves
Welded Cover - 2500LBS - SW/NPT/BW

Standard Bore

-

0052 ssalC:epyTkcehC "Y"

Welded Cover - 2500LBS - SW/NPT/BW

Specifications
Type : Class 2500

Material : ASTM A105 (*)
Ratings : 2500 p.s.i. at 850º F

6170 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 9275 p.s.i.
Seat 6800 p.s.i.
Air under water:
not applicable

Standards : Construction Founded on ASME B16.34
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test Founded on API-598-ASME B16.34

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B6 Butt weld Sch160
BX Butt weld SchXXS

(*) Refer to the 'Materials of construction' list

Nominal 
Size )gk( .tW)mm( fP)mm( aH)mm( fF

2,30178011"2/1

5,43129021"4/3

5,48129021"1

5,942641091"4/1.1

5,982641091"2/1.1

0,2153851012"2
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Forged Valves
Welded Cover - 2500LBS - SW/NPT/BW

Standard Bore

-

0052 ssalC:epyTkcehC "Y"

Welded Cover - 2500LBS - SW/NPT/BW

Specifications
Type : Class 2500

Material : ASTM A105 (*)
Ratings : 2500 p.s.i. at 850º F

6170 p.s.i. at 100º F
Test pressure : Hydraulic: (minimum)

Body 9275 p.s.i.
Seat 6800 p.s.i.
Air under water:
not applicable

Standards : Construction Founded on ASME B16.34
Socket weld ASME B16.11
Threaded ASME B1.20.1
Butt weld ASME B16.25
Test Founded on API-598-ASME B16.34

Connections : SW Socket weld
TH Threaded NPT
TS SW x NPT
SE SW(in) x NPT
SU SW(out) x NPT
B6 Butt weld Sch160
BX Butt weld SchXXS

(*) Refer to the 'Materials of construction' list

Nominal 
Size )gk( .tW)mm( fP)mm( aH)mm( fF

2,30178011"2/1

5,43129021"4/3

5,48129021"1

5,942641091"4/1.1

5,982641091"2/1.1

0,2153851012"2



LM

LM

LM

LM

LM

LM
LM LM LM

LM LM

LM

LM

LM

LM

LM

LM

LM Tax residence
Calle Punta Umbría, 26 
28939 Arroyomolinos
Madrid (Spain)
T +34 916 688 708
F +34 917 903 734
lomisa@lomisa.com

Lomisa Inc. 
3501 Townsend Blvd. #303
Jacksonville, FL 32277
Ph.  904-723-3009
PH.  305-202-4751
Fax  904-371-2779
lomisainc@lomisa.com

Head office 

28050 Madrid
T +34 917 342 058
F +34 917 903 734
lomisa@lomisa.es

OUR MAIN MARKETS
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